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INTRODUCTION 

The foam wall assembly consists of three foam chambers with foam cartridges, foam wall PVC manifold and 
the assembly brackets. 

INSTALLATION TOOLS AND MATERIALS NEEDED 

 1 : Socket set / Wrench 
 2 : Allen wrench set 
 3 : Teflon tape 

 4 : Utility knife 
 5 : Tape measure 
 6 : Level

NOTES & SAFETY SYMBOLS 

Where necessary, important points will be highlighted in this manual using the following symbols: 

NOTE: Provides further information and details. 

 

STOP! Precaution to take to avoid equipment malfunction or error. 

 

WARNING! Dangerous situation which may cause equipment damage, 
personal injuries or fatalities. 

 

Check Box: Utilize the Check Box to stay organized with completion of 
important procedures. 

Always follow all notes, warnings and instructions.  Failure to do so may have serious consequences on the 
overall performance of the equipment and/or safety of the people working on the equipment. 
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EQUIPMENT REQUIREMENTS AND SPECIFICATIONS 

PNEUMATIC REQUIREMENTS 

9 CFM total @ 20 PSI | 3 CFM per Foam Chamber @ 20 PSI 

 

WATER SUPPLY REQUIREMENTS 

 

Single 15 GPM DOSATRON 
Minimum Inlet Outlet to Foam Wall 

15 GPM @ 40 PSI 3/4” Hose 

 

AccuShot System 
Three SAM’s Single BAM 

Three – 1/2” PolyFLO Tube 3/4” Hose 

 

 

  

FOAMDLUTNSTNXXX Air Panel / Site Specified Control Voltage

(Not Included with Foam Wall Assembly)

Dosatron: 3/4" hose |  AccuShot:  1/2" polytube

(Not Included with Foam Wall Assembly)
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EQUIPMENT DIMENSIONS 

This is based on dimensions as it mounts to the grand entrance arch. 
  

HEIGHT DEPTH LENGTH 

8-5/8” max. 27” max. 84” max. 

 

 OPERATING ENVELOPE OF EQUIPMENT 

 

Picture #1: Depth & Length

Picture #2: Height
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PRE-INSTALLATION PROCEDURES 

The foam wall assembly is designed to be installed onto a grand entrance arch. The foam wall bracket can also be adapted 
to another competitor’s arches. These modifications are made with owner’s liability. 

 Understand the equipment by studying this manual. Take note of the utilities that must be run to the 
equipment in order for the equipment to function properly. 

 Gather all your tools and necessary hardware to complete the installation. 

UNLOADING & UNCRATING 

Upon receiving your MCWW Equipment, open all boxes and crates; verify that you have all of the required 
components and that there is no damage to the equipment.  Also, verify that you have all of your installation 
materials. 

NOTE: Please communicate to your Motor City Wash Works 
representative for any damage to your equipment. 

 

 Remove equipment from packaging material and bring into the wash bay where it will be installed.  
Verify that the area is sufficiently large enough for the equipment envelope. 

  

Picture #1: Unpackaged

Picture #2: Assembled
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INSTALLATION PROCEDURES 

This section of the manual will include a diagram to clearly show how the foam wall assembly is put together. 

 

PLACEMENT 

NOTE: In some cases the bolts to secure the foam wall assembly 
bracket are 3/8”-16 X 3-3/4” bolts. In most instances though, the bolts 
supplied are 5/16”-18 X 3-3/4”.  

 

 Four bolts with lock washers secure the foam wall assembly brackets in place. 

 There are three, open NPT holes on top of the PVC manifold for which the foam chamber will be 
secure in to place. The spare polypropylene elbows are optional to use, if required for lack of space 
reasons. 

 Loosen and set aside the small notched aluminum piece, as shown in the diagram above, and slide in 
the foam wall PVC manifold. Replace back what was removed and tighten back to secure the manifold. 
Use a tape measure to ensure the PVC manifold is aligned in the center of the arch. 
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FINAL ASSEMBLY 

Polypropylene tubing is included in the assembly installation. From the distribution block, plug the chemical polytube into 
each available fitting and attach the other end to the 1/2” water supply elbow fitting in the foam chambers. 

PNEUMATIC INSTALLATION 

The air supply requires 3/8” polytube from the backroom to each foam chamber. 

 

WATER SUPPLY INSTALLATION 

The water supply requires either (1) 3/4” hose or (3) 1/2” polytube from the backroom. This depends on if the foam wall 
operates with a Dosatron or an AccuShot system utilizing SAM or BAM. 

 

TROUBLE SHOOTING 

NOTE: Friction loss is common when dealing with flow (GPM) & pressure (psi) in utility 
lines. Lengthier runs will experience this more prevalently. The suggested sizes are 
only a guideline and depending on the situation may require larger diameter hose or 
polytube. 

 

PREVENTATIVE MAINTENANCE 

The foam chamber cartridge must be replaced periodically to ensure proper foam production and chemical 
flow. This interval will vary depending on the chemical being utilized. 

 

WARRANTY AND RETURN POLICY 

Motor City Wash Works warrants this product to be free of defects in material and/or workmanship for a 
period of one year.  During the warranty period MCWW will at its discretion, at no charge to the customer, 
repair or replace this product if found defective, with a new or refurbished unit, not to include costs of removal 
or installation. Any product returned to MCWW for warranty has to have a Return Material Authorization 
Number. All shipping costs to MCWW are assumed by the customer. This is only a summary of MCWW’s 
Limited Warranty. Please, communicate with MCWW for our complete warranty. 

Prior to returning any product to MCWW, the customer must call in for a Return Material Authorization 
Number and a copy of our Return Material Authorization Form must be completed. The RMA number must be 
written clearly on the outside of the shipping package and a copy of the form must be included in the package.  

 






