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OBJECTIVE:  

The objective of this document is to communicate the work that will occur during a Start-up. This 
document shows everything Motor City Wash Works will be adjusting. Some pieces of equipment below may 
not apply to some sites. 

EQUIPMENT  

MCWW wants to leave your crew with the knowledge to operate and maintain your car wash keep it 
running smooth for years to come. No two car washes are the same, so some equipment may not apply. *Note* 
Electrician and Plumber need to be present for all Initial testing to avoid causing delays. 

 

AXIS ARCH 

o Ring Switch is working correctly 
o Arch is connected with car wash E-Stops 
o Arch is connected with HP pump 
o Adjust HP pump pressure (max 1000 PSI) 
o Test breakaway sensors 
o Verify proper rotation of manifold “entrance and Exit” 

 

 

BULLDOG WHEEL BRUSH 

o Adjust speed for about 180 RPM 
o Lubricating soap is covering the brush 
o Adjust air pressure 
o Wheel Blasters are adjusted 

 
 
 

CONVEYOR 

o Set tension cylinders to proper starting point 
o Our four-tooth sprocket is 8 inches per pulse 
o Make sure there is nothing in the conveyor deck before starting the chain 
o Set Cars Per Hour conveyor line speed 
o Show grease points 
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CROSS-OVER WRAP 

o Adjust brushes speed 88-95RPM  
o Check for proper rotation 
o Check timing for all outputs, ensure counterbalance and license plate bump (if applicable) are working 

correctly 
o Check cleaning of the rear of vehicles 
o Adjust for proper penetration, all air regulators adjusted 
o Lubricating soap is covering brush 
o Check “full” and “trailer hitch” retract is working correctly 
o Show grease points 
o Verify Interlock between spin function and extend are working properly (if electric drive) 

 

 

DRYERS 

o Verify that motors are starting with delays of [min. 6 seconds] between pairs 
o Rotation of impellers are rotating in the proper direction 
o Dryer nozzles have been adjusted to manual spec or per customer 
o No inlet cones are rubbing 
o Gates are plumbed correctly to manual spec or per customer 

 
 

DRY N SHINE 

o Check for proper rotation and penetration 
o Break-in cloth 
o Check beater bar for 2 inches of penetration when in high speed dry cycle 
o Check nozzle adjustment for rinse cycle 
o Check speed of wheel going down, bumping and retracting 
o Top Wheel is coming all the way down to bumper stop 
o High hood bump and counterbalance adjusted for conveyor line speed 
o Check high hood bump photo eyes for proper height for car wash location 
o Show grease points 
o Adjust tilt switch 
o Adjust Side wheels angle and pressure 
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E-STOPS 

o Ensure all car wash E-Stops are working correctly 
o Make Sure Dry ‘N Shine E-stop is working 
o Make sure Axis Arch can communicate to E-Stops 

 

MINI WRAP 

o Adjust brushes speed 88-95RPM 
o Check for proper rotation 
o Adjust for proper penetration 
o Check timing for all outputs, ensure counterbalance and license plate bump (if applicable) are working 

correctly 
o Show grease points 
o Lubricating soap is covering brush 
o Verify Interlock between spin function and extend are working properly (if electric drive) 

 

SUPER SHINER 

o Pads primed, chemical lines primed 
o Volumetric Pumps have been adjusted to desired amount of chemical per car 
o Adjust air pressure 

 
 

TOP WHEEL 

o Check high hood bump is working correctly 
o Check for proper rotation 
o Start motor and verify “interlock” with VFD works properly 
o Adjust brush speed (88-95RPM) 
o Lubricating nozzle is covering brush 
o If available Test open bed detection for automatic detection and retract for “open beds” 
o Adjust flow control on 3-position cylinder for proper speed of wheel going down, bumping and retracting 
o Top Wheel is coming all the way down to bumper stop 
o Test “full” and “half” retract 
o Show grease points 
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WALKTHROUGH 

After all equipment has been adjusted, MCWW will take time to walk through the tunnel and answer questions 
that may arise. 

 

 

 

I acknowledge by signing this document I am authorizing MCWW to turn the site back over to the 
operator/owner. MCWW has given a walk-through of the tunnel and has given brief training on the MCWW 
equipment. 

 

MOTOR CITY WASH WORKS, INC.    CUSTOMER     

Printed Name: ___________________________________                   Printed Name: ___________________________________ 

Title: ___________________________________________  Title: ___________________________________________ 

Signature: _______________________________________                   Signature: _______________________________________ 

Date: ___________________________________________                  Date: ___________________________________________ 




