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THERE ARE A TOTAL OF (11)
DRAIN VENTS:

-4 LOCATED ON THE SHAFT END
-4 LOCATED ON THE BACK END
- 3 LOCATED ON THE ELECT BOX

REMOVE BOTTOM PLUGS
“‘PLUGS THAT ARE FACING THE
GROUND” BASED ON MOTOR
ORIENTATION THE “BOTTOM”
PLUG(S) WILL CHANGE. SEE
IMAGES FOR MORE DETAILS.

INSTALL FLANGE GASKET
8GSKTELC56C0001

BETWEEN MOTOR AND GEARBOX
C-FLANGE FOR ALL MOTOR
CONFIGURATIONS.

TOP WHEEL MOTOR ONLY!!
INSTALL (2) VENTS ON THE TOP
AND BOTTOM OF THE SHAFT END.

PLUG ALL HOLES ON THE ELECT BOX.

USE A CORD GRIP FOR THE CONDUIT
OPENING.

REMOVE THESE (2) PLUGS AND
INSTALL VENTS

TOP WHEEL ONLY!!
REMOVE PLUG AND INSTALL VENT

REMOVE PLUG AND INSTALL VENT

8MANULMTRKIT001 TAPE THIS END TO MOTOR BEFORE SHIPPING
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Motor City Wash Works, Inc.
48285 Frank Street
Wixom, Michigan 48393 USA

p: 866.362.6377 « f: 248.313.0271
e: techsupport@motorcitywashworks.com
w: motorcitywashworks.com
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