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 5HP LOW PRESSURE BOOSTER PUMP MANUAL 
                            Part #  LPPUMPSYSTM5001, 003  

     
 

   

    Equipment  Specifications and Features                     
 
 
 

 
 
 

ELECTRICAL:  5HP-208 and 480VAC-3PH  
CAPACITY:  55GPM AT 60PSI 
 
 
 
 
 
 
 
 
 

    Star-Up Procedures:                     
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1- USE TEFLON TAPE ON
    SENSOR PRESSURE INLET.
2- SCREW SENSOR INTO
    VALVE OUTLET.
3- OPEN BALL VALVE.
4- OPEN FRESH WATER
    SUPPLY TO PUMP. CHECK
    FOR LEAKS.
5- CONNECT SENSOR CABLE.

BALL
VALVE
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SENSOR

5HP BOOSTER PUMP ASSY
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CB1
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SW1 VR1
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6- TURN VFD POWER ON.
7- ROTATE VR1 CCW ALL THE WAY
    TO THE LEFT: THE SYSTEM
    PRESSURE IS SET TO 40PSI.
8- TURN ON SW1. THE PUMP WILL
    RUN UNTIL THE REFERENCE
    PRESSURE IS REACHED.
9- ROTATE VR1 CW TO DESIRED
    PRESSURE SETTING.
10-SET KNOB FULLY CW FOR 80PSI
    MAXIMUM.

VFD POWER

SENSOR
CABLE

PRESSURE
SENSOR

PRESSURE TRANSDUCER AND VFD
 

VFD AT 480VAC 
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5HP PUMP

MOTOR

8ELECBRKR3P0010
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UL489

CB1
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SENSOR
CABLE

PRESSURE
SENSOR

6- TURN VFD POWER ON.
7- ROTATE VR1 CCW ALL THE WAY
    TO THE LEFT: THE SYSTEM
    PRESSURE IS SET TO 40PSI.
8- APPLY "CONVEYOR RUN" SIGNAL
    (12-240V AC/DC) TO CR1
9- TURN "ON" SELECTOR SWITCH
    SW1, THE PUMP WILL
    RUN UNTIL THE REFERENCE
    PRESSURE IS REACHED.
9- ROTATE VR1 CW TO DESIRED
    PRESSURE SETTING.
10-SET KNOB FULLY CW FOR 80PSI
    MAXIMUM.

VFD POWER
SW1 VR1

CR1

 
VFD AT 208VAC 
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   Support Document:                    
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   Warranty and Return Procedure:                    
 
Motor City Wash Works warrant this product to be free of defect in material and/or workmanship for a period of 

one year from the date of the purchase by the customer from MCWW. During the warranty period MCWW will at 

its discretion, at no charge to the customer, repair or replace this product if found defectives, with a new or 

refurbished unit, but not to include costs of removal or installation. Any product returned to MCWW for warranty 

has to have a Return Material Authorization Number. All shipping cost to MCWW is assumed by the customer. 

This is only a summary of MCWW Limited Warranty. Please, communicate with MCWW for our complete 

warranty. 

Prior to returning any product to MCWW, the customer must call in for Return Material Authorization Number 

and a copy of our Return Material Authorization Form filled and completed. The RMA number must be written 

clearly on the outside of the shipping package and copy of the form must be included in the package.  
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