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L.E.D. BACKLIT SIGNS
MCWW ROUND AND BACKLIT MARKETING SIGNS
(ALL COLORS)

Notes and Safety Symhbols

Where necessary, important points will be highlighted in this manual, using the following symbols:

NOTES: PROVIDES FURTHER INFORMATION!

STOP! PRECAUTION TO TAKE TO AVOID EQUIPMENT
MALFUNCTION OR ERROR!

WARNING! DANGEROUS SITUATION WHICH MAY CAUSE
EQUIPMENT DAMAGES, PERSONAL INJURIES OR FATALITIES!

Always follow all “Notes”, “Warning” and instructions. Not doing so may have serious consequences on the
overall performance of the equipment and/or the safety of the people working on the equipment!

Electrical Specs:
Light Sign....o.ovi i 24VDC
Power Supply.......cooooiiiiis 120VAC Supply
Flasher Unit...................... 120VAC or 24V AC/DC Coil UL ® CERTIFIED

Suggested Installation Tools and Materials

M ~ 2 or 3 Conductors #14 AWG Low Voltage Cable [J Wire Stripper and Wire Ties
L] 6’ Step Ladder [ Water Proof Wire Nuts

Installation Procedures:

M ~ Upon receiving your MCWW Light Kit, open the box and verify that you have all the required components as
well as there are no damages to the equipment. Verify also that you have all your installation material.
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NPUT; 120-240VAC 1.210.55A
OUTPUT: 24VBC 100W
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Pic #1: LED Sign Pic #2 Liat Mount Pic #3: Flasher/ Power Supply
and Fasteners

L] Your MCWW ROUND LED sign can be mounted on an array of different stand or legs:

BACKLIT SIGN:

O] Secure the sign to the floor using 3/8” or 1/2” anchor bolts.

N

Pic #4: Secure Sign
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L] Secure the mount to the leg, right above the utility hole or about 57” off the floor (Picture #5). Use the supplied
screws and the existing mounting holes in the arch leg. Feed the sign cables through the opening below the
mount all the way down to the leg base. Make your connection at the base and tuck the wires back into the
leg (see “ELECTRICAL DIAGRAMS” section for electrical connections.
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Pic #5: Sign Mounted on a Color Skinz Arch
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| Electrical DINGRAMS
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Pic #6: Electrical Connection for Backlit Sign
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RGB BORDER W
LIGHT CABLE

[

POSITIVE WIRE
(+24VDC)

|

SIGN CENTER
LEDs CABLE

!

CONNECT RED WIRE TO NEGATIVE FOR RED LED

CONNECT GREEN WIRE TO NEGATIVE FOR GREEN LED

CONNECT BLUE WIRE TO NEGATIVE FOR BLUE LED

CONNECT RED-BLUE WIRES TO NEGATIVE FOR MAGENTA LED
CONNECT GREEN—RED WIRES TO NEGATIVE FOR YELLOW LED
CONNECT BLUE—GREEN WIRES TO NEGATIVE FOR CYAN LED
CONNECT RED—GREEN-BLUE WIRES TO NEGATIVE FOR WHITE LED

NEGATIVE WIRE
(QvVDC)

N2 |

S

"7 INPUT; 120-240VAC 12056A
OUTPUT: 24VDC 100W

B 1-120vAC

« [\l NEUTRAL
GROUND

Pic #7: Electrical Connection for LED Round Sign
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@ FLASHER RATE Q‘]

ADJUSTMENT
TURNING THE DIAL
\‘ CW COMPLETELY TO

THE RIGHT WILL
HAVE THE RELAY TO
TURN “ON” AND
STAY “ON” WHEN
THE CONTROL
SIGNAL IS “ON”.

NO

r [{e])
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3
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24VDC -
FLASHER OUT O

C :1 2rtv;..|3

24VDC /@
POWER IN % %

@ CONTROL SIGNAL @

LLOOHN LATHO

Pic #8: Flasher Detail view

WARNING!
A ALWAYS PROTECT 120VAC ELECTRICAL CIRCUIT
WITH PROPERLY SIZED BREAKER AND GROUND

FAULT DETECTION. NOT DOING SO MAY CAUSE
EQUIPMENT DAMAGES, PERSONAL INJURIES OR FATALITIES!

CONNECTED BACKWARD. REVERSE THE WIRES POLARITY

@ NOTES: IF THE LIGHTS DON’T WORK, IT MAY BE
IN THE FLASHER BOX OR AT THE LIGHT CONNECTIONS
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Cleaning Recommendations

TUFFAK cleaning instructions

Periodic cleaning of TUFFAK is recommmended to prolong the
service life of your material. To minimize the risk of damage,
use only compatible household cleaners and correct cleaning
procedures as outlined below.

TUFFAK GP polycarbcnate mars easily with wiping action.
TUFFAK 15, TUFFAK AR, and Hygard laminate sheets are hard
coated, abrasion and mar resistant polycarbonate products
that offer a high degree of surface hardness and abrasion
resistance. These products provide superior protection against
unintentional chemical attack. However, the use of abrasive,
gritty cleaners or hard cleaning implements (e.g.. hard brushes,
scrapers, squeegees) should be avoided to eliminate the
possibility of scratching the coating

Compatible cleaners

The following cleaning agents are compatible with TUFFAK
polycarbonate sheet products when used according to the
manufacturer's recommmendations:

» Top Job
» J()y"’J
» Palmolive Liguid®

» Windex® Ammonia free

Top Job and Joy are registered trademarks of Proctor & Gamble, Palmolive is a registered
trademark of Colgate Palmolive, Windex is a registered trademark of Drackett Products.

General cleaning instructions:

» Thoroughly pre-rinse with warm water to loosen and wash
away surface residue, grit and grime.

» Using a soft microfiber cloth or moist non-abrasive sponge,
gently wash with a mild diluted soap or detergent.

» Rinse thoroughly with lukewarm, clean water. To prevent water
spots, thoroughly dry the glazing with a dry soft cloth,

Removing heavy oils and tars:

» Thoroughly pre-rinse with warm water to loosen and wash
away surface residue, grit and grime.

» With a 50/50 isopropyl alcohol-water mixture, gently rub the
area with a soft non-abrasive cloth.

» Immediately rinse thoroughly with lukewarm clean water.
To prevent water spots, thoroughly dry the glazing with a dry
soft cloth.

Removing graffiti, paint, marker, inks and
glazing compounds:

» Thoroughly pre-rinse with warm water to loosen and wash
away surface residue, grit and grime.

» Using Naphtha VM&P grade, Isopropyl Alcohel or Butyl
Cellosolve™, gently rub the area with a soft, non-abrasive
cloth. Do not apply solvent cleaners under direct sunlight or
during high temperatures.

» Immmediately rinse thoroughly with lukewarm clean water.
To prevent water spots, thoroughly dry the glazing with a dry
soft cloth.

e 1T}

Removing adhesive-backed labels:

» |sopropyl Alcohol, Naphtha VM&P grade or Kerosene will help
lift stickers and adhesives.

» Immediately rinse thoroughly with lukewarm clean water.
To prevent water spots, thoroughly dry the glazing with a dry
soft cloth.

Important reminders

» Do not clean TUFFAK with any cleaners other than those on
the approved, compatible list included in this guide, or those
tested and found compatible.

» Do not use abrasive cleaners.
» Do not use high alkaline cleaners (high pH or ammoniated).

» Do not leave cleaners sitting on TUFFAK for periods of time;
rinse off immediately.

» Do not apply cleaners under direct sunlight or at elevated
temperatures.

» Do not use scrapers, squeegees, razors or other sharp
instruments as they may permanently scratch TUFFAK,

» Do not dry rub or dry clean TUFFAK, as sand and dust
particles clinging to the exterior of the glazing rmay scratch its
surface. An Anti-Static Canned-Air lonizer can reduce electro
static charge buildup on TUFFAK, and aids in reducing dirt
and dust buildup that can hinder cleaning.

Contact the Plaskolite Technical Service Group at
800.628.5084 with any questions.

TECH TIP:

The edges of coated polycarbonate sheet are not protected
with an abrasion and chemical resistant hard coating. Do
not allow cleaning solutions and solvents to pool along the
edges for any length of time. Always rinse edges thoroughly
with generous amounts of lukewarm clean water.

Removing scratches

Deep scratches and gouges made by sharp objects such

as keys, screwdrivers, and knives cannot be repaired. Fine
scratches may be reduced in severity or cosmetically hidden

by using a buffing compound such as NOVUS® 2 Plastic Fine
Scratch Remover, followed by a cleaning and polishing agent
like NOVUS® 1. However, for abrasion resistant coated products,
buffing the surface is not recommended. Buffing these
scratched sites worsen the condition and further damage the
coating. Once the coating is removed, it cannot be repaired and
buffing may optically distort the window.

Butyl Cellosolve™ is a trademark of DOW.
Novus® 1 and Novus® 2 are registerad trademarks of Novus® Plastic Polish.
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Warranty and Return Procedure:

Motor City Wash Works warrant this product to be free of defect in material and/or workmanship for a period of one
year from the date of the purchase by the customer from MCWW. During the warranty period MCWW will at its
discretion, at no charge to the customer, repair or replace this product if found defectives, with a new or refurbished
unit, but not to include costs of removal or installation. Any product returned to MCWW for warranty has to have a
Return Material Authorization Number. All shipping cost to MCWW is assumed by the customer. This is only a
summary of MCWW Limited Warranty. Please, communicate with MCWW for our complete warranty.

Prior to returning any product to MCWW, the customer must call in for Return Material Authorization Number and
a copy of our Return Material Authorization Form filled and completed. The RMA number must be written clearly
on the outside of the shipping package and copy of the form must be included in the package.
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Motor City Wash Works, Inc.
48285 Frank Street
Wixom, Michigan 48393 USA

p: 866.362.6377 « f: 248.313.0271
e: techsupport@motorcitywashworks.com
w: motorcitywashworks.com
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