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WRSH WORKS 5 H.P. HYDRAULIC POWER PACK ID MANUAL

Gred Revl0 Part# HYDPOWERSYS0002

PARTS IDENTIFIGATION EXPLANATION OF USE:

Flow Adjustment knob: -
Used for speed adjusting.

Fill port and breather

Pres:ure Adjnstment: Torgue setting
*Normally adjusted with a load on
the pump.

il Tow level safity switch:

MUST BE CONNECTED TO
MOTOR STARTER CONTROL
CIRCUIT.

10 Gallon tank

A B
0il filter: Must be
proper model.




il filter gange: Replace filter
when indicator is in red.

\

Eeturn line connection.

Gange: Open valve to read.

Pressure Connection:

Gange valve: Open to read 7
Line to motor.

pressure. Keep closed when
not reading gange.

il level and temperature
EaNge.




WARNING!
MCWW HYDRAULIC MOTOR ASSEMBLIES RUNS WITH THE FOLLOWING FLUIDS:

L1 ALL SEALED AND OPEN SEAL (BEARING-LESS)
GEAR-MOTOR ASSEMBLIES WILL RUN WITH PREMIUM GRADE
HYDRAULIC OIL,150 (SUS) VISCOSITY @ 100°F MEETING ISO 40
REQUIREMENTS.

O ONLY SEALED GEAR-MOTOR ASSEMBLIES CAN RUN
WITH
WATER/GLYCOL BASED FLUID LIKE:

HOUGHTO-SAFE 620: https://'www.houghtonintl.com/en/products/houghto-safe% C2%AE-620
AQUABLUE: http:/itapcollc.com/pdfiIMSDS_Aquablue.pdf
UCON™ HYDROLUBE DG-732: http://lwww.dow.com/ucon/formulated/fluids/fire_res.htm

DO NOT RUN OPEN SEAL (BEARING-LESS) GEAR-MOTOR USING
WATER BASED FLUID!
DOING SO WILL REDUCE THE LIFE OF THE GEAR-REDUCER
AND WILL VOID YOUR WARRANTY!



